9/21/2017 Scopus - Document details

Scopus

Document details

<Backtoresults 1 of 1

<] Export (&0 Print

View at Publisher

~, Download % E-mail Save to PDF j:? Add to List  More... >

Symposium on Design, Test, Integration and Packaging of MEMS/MOEMS, DTIP 2015

16 July 2015, Article number 7160990

17th Symposium on Design, Test, Integration and Packaging of MEMS/MOEMS, DTIP 2015; Montpellier; France; 27
April 2015 through 30 April 2015; Category numberCFP15DTI-ART; Code 115667

Dependence of preferred c-axis orientation on RF magnetron sputtering
power for AZO/Si acoustic wave devices (Conference Paper)
Ralib, AAM.2 =, Nordin, AN.2, Malik, N.A2, Othman, R.?

2Department of Electrical and Computer Engineering, Faculty of Engineering, International Islamic University,
Malaysia
bDepar‘tment of Science in Engineering, Faculty of Engineering, International Islamic University, Malaysia

Abstract v View references (25)

We report the deposition of high quality c-axis oriented Aluminium doped Zinc Oxide (AZO) on silicon substrate for
surface acoustic wave (SAW) applications. AZO thin film is prepared by Radio frequency magnetron sputtering
method. Sputtering is a preferred method because it is able to perform deposition at low temperature, produce
uniform thin film and possesses high deposition rates. In preserving the functionality of the device during post CMOS
process, low deposition temperature is crucial. In order to obtain the preferred AZO structural properties with strong
acoustoelectric interaction, we investigate the influence of RF power on c-axis preferred orientation of AZO/Si
multilayer. The deposited thin films are characterized by X-Ray diffractometer and scanning electron microscopy
(SEM). The crystal structures are evaluated in terms of c-axis lattice constant, d-spacing and crystallite size. It is
observed that as RF power increases, the AZO film is predominantly oriented at c-axis (002) and achieved high
crystalline quality. However, if the applied RF power is too high, the energized ions would impede the growth of high
quality film. The optimum RF power was found to be at 250 W, at which the material exhibits hexagonal wurtzite-type
lattice of ZnO structure, high crystallinity (lowest FWHM value) and crystallite size, and high deposition rate. © 2015
IEEE.
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